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Thank you for choosing ASI Accurate Partitions

This installation guide was designed to cover as many variations of hardware and
mounting styles as possible, while also trying to keep it light and focused.

While all materials and standard mounting selections are present, in order to cover
the numerous choices of hardware, we have presented each material with it’s
default hardware. Therefore, while each type is covered, it will be with it’s most
common mounting style (i.e. continuous brackets on ceiling-hung, piano hinges on
Solid Plastic (HDPE), etc).

Please read all steps in their entirety before beginning actual install, as some field
conditions and hardware combinations may require alternate installation.
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The Components for this project have been custom fabricated. They are guranteed
with respect to manufacture and workmanship and were inspected at the factory.

Before beginning work, the units should be inspected. If damage occurred in
transit, report immedicately to the freight company or other agencies that may
have caused the damage.
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STEP 1 FIGURE 1
FLOOR ANCHORED/OVERHEAD BRACED —_——

A Review the layout drawings and package
lists that hawe accompanied this job.

B. Bafore proceeding, confirm that backing of
walls and floor is adequate to support secure
mounting of the toillet compartment units.

C. Establish and mark pilaster center line
from back wall.

D. Establish and mark panel center lines for

wall brackets.
wr
E. Establish pilaster floor fastener locations from side wall = 7
according to shop drawings. (Note floor fasteners are located ;
1" from lockstrip edge of pilaster.) /

F. Mark wall bracket holes using the brackets as templates.

STEP 2 FIGURE 2
WALL ERACKETS AND FLOOR BRACKETS

A_Drill holes for wall brackets and floor fastenings G CENTER LinE
of appropriate size for particular fastening devices q_
e H\ \ I
B. Insert anchoring devicas in walls and sacure !__..-H"'::”s':-rpz': f;::ﬂ |
wall brackets. i + | I
C. Insart expansion shields or other floor | T

fastening devices. position shoe clips

and "L" brackets over expansion shields

and secure loosaly with screws. a8 +
FLODR

STEP 3 FIGURE 3
POSITION PANEL

A Place panel on a support, 12" above
the floor.

B. Sat it into wall brackets but do not fasten
panel at this time.
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STEP 4
PILASTER PREPARATION

A Align U-brackets in positicn on rear of
pilasters_ Refer to layout drawings and make sure
brackets are in alignment with wall brackets.

B. Fasten U-brackets to pilasier with sheet
metal screws.

MOTE: Pilasters at wall do not resguire U-trackets_but
should be prepared for wall (2nd floor fsstening)
as required by comparmeant Eyout. if floor
fastening is omitted  thres wall brackets should
be used.

FIGURE 4

STEP 5
INSTALL PILASTERS

A Insan the leveling bolt it the threaded mounting foot at
the bottom of the pilaster.

B. Inzert the pilsster into the shoe.
C. Level the top of all pilasters by adjusting the leveling bolt to
desired position.

Mote: To determine how far 1o insert the leveling bolt, find the
highest point om the floor, and fully insed the bolt on the
pilaster that will be mounted in that location. Adjust all ofher
leveling bofts accordingly.

FIGURE 5

&4 SATIM FINIEHED
STAINLESE STEEL SHOE

SHOE SCREW

MOUNTING FOOT

LEVELING BOLT
CONCRETE SCREW

STEP 6
SECURING PILASTERS/PANELS

A_ Plumb each pilaster and fasten the pilaster to pansl
using through bolts with barrel nuts or shest metal
ECTEWE.

B. Establish door openings by setting pilaster mounting.
C_ Tighten self tapping screw to "L® brackets.

D Slide stainkess steal shos down to foor leved, firmily
engaping shos clips.

F.Remomwe panel suppor device.

FIGURE &
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FLOOR ANCHORED/OVERHEAD BRACED Panel Hardware Kit (P/N 40-8515020G) Includes.
PANEL TO PILASTERAWWALL CHROME PLATED ZAMAC
TWO EAR ASSEMBLY Panel Hardware Kit (P/N 40-8265021G) Includes:
STAINLESS STEEL
Fasten pilaster to panel using sheet PART ID. DESCRIPTION QTy
metal screws(Refer to steps 4 & 6 )
1 l Two Ear Bracket 2
Pre-drill for screws with 1/8" bit.
. o 2 m "U" Bracket 2
Pilasters must be both plumb and level. To assist in
leveling, headrail may be lightly positioned across ) .,
adjacent pilasters(do not fasten at this time) 3 | jremesenwen. Vandal Resistant 2 1/2"S.M.8 “
Remove support device. 4 = Plastic Shields c
4 5 [ Vandal Resistant 5/8" SM.S (12)
4\%;5 SUAPPROX )
3
« ~
5 3
oivensioN =" /
TOSUT
INSTALLATION
ROX.)
BACK S5
IRIESTS
DIMENSION = 3
TO SUIT 5
INSTALLATICN
FIGURE A
o~ DIMENSION
TO SUIT
_/ 4 1 \_ INSTALLATION
§ A9 /
: 3 'I'
WY e
%D o bE P
/) &
5"(APPROX.) _/
{
» DIMENSION 2
TO SUIT \
A.F.F. INSTALLATION :
\.
FIGURE B T
A ) N .
5 5
L \\ /
fl| \
1 & . NOTE:
5 APPROM.) 5 2 Use Only Two Vandal Resistant 5/8" SMS
e To Diagonally Fasten U-bracket
/ To Pilaster.
‘/R FIGURE B

7
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FLOOR ANCHORED/
OVERHEAD BRACED Panel Hardware Kit (P/N 40-8515010G) Includes:
=AU AR, T2 Panel H dCHROgtE(PF:'II:IAIOEgZéQmﬁZ) Includ
anel Hardware Ki - ncludes:

ONE EAR ASSEMBLY STAINLESS STEEL

PART ID. DESCRIPTION QTyY
Fasten pilaster to panel using sheet
metal screws(Refer to steps 4 & 6 ) 1 I I One Ear Bracket @
Pre-drill for screws with 1/8" bit. 2 m "U" Bracket 2
Pilasters must be both plumb and level. To assist in 3| G— Vandal Resistant 2 1/2" SM.S [eh)
leveling, headrail may be lightly positioned across
adjacent pilasters(do not fasten at this time) 4 = Plastic Shields @
Remove support device. 5 - Vandal Resistant 5/8" S M.S (12

4K5 S(APPROX)

3
v 3N
5 -

DIMENSION -
TOSUT
INSTALLATION

5YAPPROX )

ok i

e
5]
oA TN
oivENsion =" | /g
TO SUIT 5
INSTALLATION
FIGURE A DIMENSION
P e TOSUIT
418N INSTALLATION
/ R v
4 3
) « 3\7{ LT T~
; - .
VEL . .
; AN
4 AN
: 5
SYAPPRON) / @;\ \
CIMENSION f :
- TO SUIT . 5&\ |
12 INSTALLATION I .
AFF. N\ _ f
A \ -~ !
\L T FIGURE B . 5( 7
e » % /
AN
=g | ~
siarPrex (| @ 5 : \.\ -
5 NOTE: Pt S
e S

Use Only Two Vandal Resistant 5/8" SMS
To Diagonally Fasten U-bracket To Pilaster.

FIGURE B

=

A\
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FLOOR ANCHORED/OVERHEAD BRACED PilasterA\all Hardware Kit (P/N 40-8515210G) Includes:
PILASTER/WALL CHROME PLATED ZAMAC
ASSEMBLY Pilasterivall Hardware Kit (P/N 40-8265211G) Includes:
- STAINLESS STEEL

PART ID. DESCRIPTION QTY

Fasten using sheet metal screws. 1 I | One Ear Wall Bracket @
Pilasters must be both plumb and level. To assist in 2 | 8 \andal Resistant 2 1/2" SM.S 4
leveling, headrail may be lightly positioned across ancerresisEn #
adjacent pilasters(do not fasten at this time) 5 [ i st Figide @
Establish bottom door openings by adjusting - “
pilaster "L" brackets (anchoring) to desired position 4 f— Vandal Resistant 5/8" 5.M.3 @

and tightening screws.(See step 6)

PMSTER

N

SEE SHOP DRAVINGS FOR
PILASTER TOWALL SPACING ﬂ[ 2

Wt

FIGURE A
3N
%
\. o 2™
N A g

W

/ s

ALTERNATE

NOTE:
Replace Vandal Resistant 2 1/2" SMS

\’ With Vandal resistant 5/8"SMS
To Fasten Pilaster To Panel.
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FLOOR ANCHOREDY/ .
Alcove Hardware Kit (F/MN 40-8517310G) Includes:
OVERHEAD BRACED CHROME PLATED ZAMAC
PILASTER/PANEL ALCOVE Alcove Hardware Kit (P/N 40-8267311G) Includes:
ONE EAR ASSEMBLY STAINLESS STEEL
FART ID, DESCRIPTION ary
Note: CHROME PLATED 1 LL_ 1 104" Cnie Edr Wil Brackel v}
Replace KIHES1T310 with Kits8517320
for two ear panel locations. 2| — Vandel Reststart 2 1/2°5M5 {1m
Mote: STAINLESE STEEL
Repiace Kit#2267311 with Kit#8267321 3| B | Pt ftisi %
for two ear panel locations.
4 - Vandal Restlar] S8°SM.S 14
5 L Aleave Ciip {2
L &F 1* One Ear Wall Bracked 2
ua T o Vandal Resistart 1*S.M S iy
& F 8 | | Brackel Haadraill Satin "F* Zamac TR

| '
R
| |

|

SEE SHOP
CRAMRGS ;,-D\1 A
PEASTER T

WAL SPACING

SEE PAGE 8FOR
[C0R ARFLFCATION |

TC EASE BISTALLATION, BXTTOM
CUP ZHALALD BE ATTACHED TO PANEL
BEFORE SETTRIG OM PILASTER

ﬁ71z"

A0 OUT
S WITHPLERS

CAMERISOR
T AT
HSTALL ATICH

FFAT"
%F.

TAPPRON. |

o

FIGURE A

) \

f \

: F

o~z et \ ’ /
| e i BT

ik ::;lr.fls'l_:-rli?’.!i'l-'/ ] !::ﬁ‘; \ " nr:-tplm.?l‘s':;-"'
IMETALLATIIN 4 » )

G \._ STEP1 -
b —
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FLOOR ANCHORED!

OVERHEAD BERACED
PILASTER/PANEL/PILASTER INLINE
ASSEMBLY

Aoy
2
T
A

%

L

b
\
£
4
(B2

i

7
L
L
L

NOTE!

Replace Theft Resistant C/P 2 1/2*

With Theft resistant C/P 5/8"

To Fasten Pllaster To Panel Instead Of A Wall
Should Your Layout Call For Such.

Alternate Alcove Hardware Kit (PN 40-8517030C) includes:

CHROME PLATED ZAMAC
PART ID. DESCRIPTION ary
1| T Alcove Cips 112
2 | fomm | vandal Reststant Step Bals 1" Long iz
| = Vencsl Reslstant Barmel Nut 112)
4 f— Vandal Aeststant 58° 5.M.5 (24}

%J # OPTIONAL

FIGURE A
RECOMMENDED

NOTE:
Offsel brackets for screw clearance

\7 !

v " i /
\ /
e i . Fd
OPTIONAL

Two Vandal Resistant 52" SM5
May be Used {But Mot Recommended)
To Fasten brackets To Panel
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DOOR HARDWARE ASSEMBLY

A. Secure lower hinge to the pilaster with two through bolts & two barrel nuts.

B. Secure upper hinge to pilaster with two through bolts and two barrel nuts.

C. Insert box cam into lower door hinge portion. The short key toward the edge of the
door.

D. Lowest point of cam pintle sets door “rest” position. Rotate pintle to desired position,
then tighten locking nut.

E. Install door by placing the box cam over the hinge pintle. Position to of door over upper
pilaster hinge and insert hinge pin until flush with top of door.

Continued on Page 8B

DESCRPUON

Tog Hirge

Hinge Pint

Bosam Hinge

Hinge Piade Nylan

Hinge Washer Exieonl

Hinge Washer btomsl

HingeaNut 518

B carn Nylen

Indicaior Side Latch Oulside

Indicaior Side Lakch nside

Caonat Hook & Bumpey

Step Bat 114"

Bawel Nut 5.9

Screw #10 58

Stegp Bt 17

Keeper

Diexye Pudl e

Door Pull Quisidde

Indcstor Ovive Pin

20 Outswing Bumper {1
21 Siep Bolt 1127 {2
22 Piloster {1
23 Doar {1

-~
[~
1
22
\__}
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buunr nARUWARE ADcivVIBLY

zzgra--zIom

Insert the indicator drive pin (#19) into the back of the indicator slide latch (#9).

Turn the indicator dial until the indicator window shows red.

Slide the handle of the indicator slide latch (#10) so that the latch will be in the locked position.
Align both halves of the indicator slide latch with the 3 predrilled holes in the door.

Secure the latch with two 1” step bolts (#15).

With the door closed and the latch engaged, align the keeper (#16) with the latch bar.

Drill two 9/64” holes in the pilaster using the keeper as a guide.

. Attach the keeper to the pilaster using two 5/8” screws (#14).

Place the coat hook (#11) 10” from the top of the door and centered from side to side.

Note Federal ADA guidelines recommend that the coat hook be no more than 48” above the floor. If the
door swings in, place the bumper so that it strikes the wall before any other part of the door.

0.

Using the coat hook (#11) as a guide, drill two 9/64” holes, and secure the coat hook with two 5/8”
screws (#14).

Place the inside door pull (#17) between 34” & 48" above the floor. Using the pull as a template, drill
two 1/4” holes through the door.

Align both halves of the door pull (#17 &#18) with the 1/4” holes and secure them with two 1-1/2” step
bolts (#21).

Place the outswing bumper (#20) near the bottom corner of the door on the strike side.

Using the bumper as a guide, drill two 9/64” holes, and secure the bumper to the door with two 5/8”
screws (#14).

Note: Door pulls are provided for all outswing doors. Door
pulls are provided for all ADA doors.
- . Outswing bumpers are only provided for outswing doors.

PARTID

DESCRPTION

1

Top Hirge

2

Hinge Pin

3

Bomm Hinge

Hinge Pinde Nylon

Hinge Washe Exiorw

Hinge Washer idemsd

Hinge Nt 516"

Box cam Mylon

ndcsor Siide Lawh Queside

ndcsor Side Laich nside

Coni Hook & Bunpey

Step Bolt 114"

Bare! Nut 58

Screw #10 x 58

Sieg Boit 77

Koeper

Door Pull sde

Do Pl Quisde

ndcator Dive Pin

20 Outwwing Bunger {n
21 Step Bait 1127 &
22 Pllaster if
23 Doae {1}
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HEADRAIL

WN‘BLY Headrail Hardware Kit (P/N 40-8448100G) Includes:

ASSEMBLED

PART ID. DESCRIPTION QrTy
1 |_|_ Headrail Satin "F" Zamac Bracket (2
2 é Headrail Cap Satin Zamac 4]
3 [res— Vandal Resistant S/5 2 1/2" S M.8 2
4 I—_— Plastic Shield 2
5 s VandalResistant 5/5 5/8" S.M.S )]

EXPLODED ASSEMBLY
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URINAL SCREEN
ASSEMBLY

Urinal Screen Hardware Kit (P/N 40-8511281G) Includes:
CHROME PLATED ZAMAC
Urinal Screen Hardware Kit (P/N 40-8261281G) Includes:
STAINLESS STEEL

A. Before proceeding,confirm that backing of

A PART ID. DESCRIPTION QTyY
wall is adequate to support and secure
mounting of urinal screens.Check dwgs 1 1 1 Two Ear Wall U/S Bracket (2)
for layout.
2 jra———" Vandal Resistant 2 1/2" S.M.S )
B. Insert anchoring devices in walls and secure

wall brackets with 2 1/2" s.m.s.

3 ] Plastic Shields )

C. Place urinal screen on a support, 12" above g andal Resictant 58" S5 ;
the floor. oo andal Resistan M. (8)

D. Set U/S into wall brackets and fasten
urinal screen at this time,using 5/8"
fasteners.

Wk 7 T

{APPROX.) : \

FIGURE A f./ 3\\ 1 4 '\.

FIGURE A
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